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Inspection Date:l Wednesday, August 17,2011

start Date/Time:l 8t17t2011 11:30:00 AM

811712011 2:00:00 PM

Last Inspection: Wednesday, July 06, 2011
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REWEW OF PERMIT. PERFORMANCE STANDARDS -PERMIT CONDITION RESU/iREMENTS

1. Subsfantiate the elements on this inspection by checking the appropiate peiormance standard.
a. For COMPLETE rnspecfions prcvide narative justification for any elements not fully inspecfed unless element is not

appropiate to fhe site, in which case check Not Applicable.
b. For PARTIAL inspections check only the elements evaluated.

2. Document any noncompliance srtuafubn by rcfercnce fhe IVOVissued atthe apprcpriate performance standard /rsted below.
3. Reference any naratives written in conjunction with this inspection at the appropiate parformace standard lisfed below.
4. Prcvide a brief status rcporf for all pending enforcement actions, permit conditions, Dtvt'son Oders, and amendments.

1. Permits, Change, Transfer, Renewal, Sale

Evaluated Not Applicable Comment Enforcement

TJTTT
2. Signs and Markers trMM I
3. Topsoil tr tr Ttr
4.a Hydrologic Balance: Diversions uTtr T
4.b Hydrologic Balance: Sediment Ponds and lmpoundments u T trtr
4.c Hydrologic Balance: Other Sediment Control Measures Mtr t--rn T
4.d Hydrologic Balance: Water Monitoring T tr trT
4.e Hydrologic Balance: Effluent Limitations T lT T
5. Explosives T tr T u
6. Disposal of Excess Spoil, Fills, Benches T I Tl
7. Coal Mine Waste, Refuse Piles, lmpoundments ElM r
8. NoncoalWaste TTll
9. Protection of Fish, Wildlife and Related Environmental lssues T trI tr
10. Slides and Other Damage T T TT
11. Contemporaneous Reclamation I T T tr
12. Backfilling And Grading nr n T
13. Revegetation Ttr T tr
14. Subsidence Control ntrI
15. Cessation of Operations TLIT tr
16.a Roads: Construction, Maintenance, Surfacing LJTT T
16.b Roads: Drainage Controls u tr uT
17. OtherTransportation Facilities TTIT
18. Support Facilities, Utility lnstallations L] T TT
19. AVS Check T trtrT
20. Air Quality Permit ti T Tn
21. Bonding and Insurance trtrT tr
22. Other TEtr I
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2. Signs and Markers

The mine identification sign is located along side of the county road as you enter the
permit area. The sign is in good repair and contaans of the required information.

4.a Hvdrologic Balance: Diversions

The culverts located on the inlet and outlet of the pre sediment basin have been
excavated and replaced with earthen material instead of refuse . The soil was
compacted in lifts. This repair work was done because erosion had channeled to the
sides of the culverts.

The diversion culvert located on the top of the refuse pile that drains the entire
surface has been lowered so that a new excavation lift can begin.

4.c Hvdrologic Balance: Other Sediment Gontrol Measures

The ore sedimnet basins have been cleaned out.

7. Coal Mine Waste. Refuse Piles. lmpoundments

The surface of the refuse pile is being mined in lifts.

22. Other

Many of the thistle plants on the permit area have been removed. One area at the
entrance to the surface of the refuse pile remains.


